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ABO.5T to AB10T

Manuel en francais de l'autre coté

® KEEP THIS MANUAL
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DO NOT INSTALL, OPERATE, OR PERFORM MAINTENANCE ON THIS EQUIPMENT BEFORE READING AND
UNDERSTANDING THIS MANUAL IN ITS ENTIRETY. FAILURE TO READ AND COMPLY WITH THE
CONTENTS OF THIS MANUAL COULD RESULT IN SERIOUS BODILY INJURY OR DEATH AND / OR
PROPERTY DAMAGE.




Important Information, Warnings and Safety

This manual contains important safety, installation, operation, and maintenance information. Make this manual
available to every person designated for the operation, installation, and maintenance of these products. Unless
otherwise noted, tons in this manual are metric tonnes (1000kg, 2204 b, or 1.102 US short ton). Vulcan Max
products are metric. Equivalent imperial (inches, pounds) measurements are provided for informational
purposes only.

Danger, Warning, Caution and Notice
Throughout this manual, there are procedures which, if they are not followed or are ignored, may result in
injury, death, or substantial property damage.

é Indicates an imminently hazardous situation which, if not avoided, will result in death or
serious injury.
ﬁ WARNING Indi.cate.s a potentially hazardous situation which, if not avoided, could result in death or
serious injury.
f CAUTION Indicates o potentially hazardous situation which, if not avoided, could result in minor or
moderate injury or property damage.

Indicates information or company policy which relates directly or indirectly to the safety
NOTICE
of personnel or property.
Safety Framework and General Rules

This manual cannot cover every possible installation, operation, maintenance, circumstance and situation.
You, the owner or operator of the equipment covered in this manual, are responsible for the safe and proper
installation, operation, inspection, and maintenance of this equipment in accordance with ASME B30.16 and
all applicable laws, regulations and codes.

Anybody interacting with the chain block must have read and understood the instructions laid out in this
manual.

Vulcan Hoist will not be liable for any loss, damage, injury, death or compensation if caused, even if partially,
by disregarding or misinterpreting an instruction from this manual.

Repairs must only be done with original equipment manufacturer parts by a qualified person. Any
modification must be authorised by Vulcan Hoist.
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Every safety and identification label and plate that came with the chain block, including the nameplate which
displays the chain block’s serial number, capacity, and manufacturer, must be securely fastened and legible.
If any safety or identification label or plate is missing or no longer legible, contact Vulcan Hoist for a

replacement.
NOTICE

This manual covers a wide range of chain blocks with different capacities and options and, as such, not all
instructions in this manual apply to every chain block. Disregard instructions that do not apply.




Safety Rules Before Operation
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NEVER use a chain block for lifting, ~ NEVER apply pressure on a NEVER use two or more chain
supporting, or transporting people.  chain block. blocks together to lift beyond a
chain block’s rated capacity.

NEVER lift a load heavier than a NEVER lift or move a load over or
chain block’s rated capacity. near people.

A

Do not use this chain block if you notice deep nicks, gouges, bends or significant stretching in the hooks, load

chain, or other load-bearing parts.
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Ensure that you have read and understood this manual in its entirety.
Ensure that the nameplate and safety warning labels and plates are present, securely fastened and legible.

Perform the daily inspection described in the Daily Inspection section of this manual if it is the chain block’s
first use of the shift.

Be certain that the weight of the load to be lifted is lower or equal to the chain block’s rated capacity.

Estimate how low and how high you plan to move the hook. Make sure that you will have enough load chain to
reach that lower limit and that the hook won't collide into the chain block on the upper limit.

Make sure that the planned lift won't interfere with other operations going on and won't go over people.

Make sure that the load’s centre of gravity and attachment point are vertically aligned with the chain block.
Chain blocks are only meant to lift unguided loads vertically.

Make sure that you have somewhere to safely lower the load before you lift it. Don’t leave a raised load
unattended.




Safety Rules During Operation
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NEVER use a twisted, kinked,
damaged or stretched load chain

NEVER run the load chain
over a sharp edge

NEVER support a load on the
tip of the hook

smoothly.

to work.

NEVER use a chain block if it makes excessive or unusual noise.

NEVER use the chain block as a welding electrode.

anchorage.

NEVER use the chain as a sling

NEVER use a chain block with a chain that makes harsh, jerking moves.

NEVER allow your attention to be diverted from operating the chain block.

NEVER support or use the
chain block as a support

NEVER weld or cut a load
suspended by a chain block

Make sure that the load’s attachment point sits in the hook’s bowl and that the latch is closed.

Start lifting the load. When the load chain is under tension, check that the hand chain is still turning

Lift the load until it is fully off the ground and let go of the hand chain. Check that the load is well balanced
and that it does not move down on its own. Go on with your planned lift.

NEVER use a damaged chain block or a chain block that is not working properly or requires excessive force

NEVER swing or move a suspended load from being vertically aligned with the chain block.

NEVER move the hook so far that it collides with the chain block or that the free end of the chain pulls on its

Safety Rules After Operation
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NEVER suspend a load for an extended period of time.

Land the load slowly and safely.




Operation

While facing the handwheel side of the chain block, pull the hand chain to make the handwheel turn clockwise
to raise the hook or counterclockwise to lower it. The openings in the chain block’s body are wide and allow the
hand chain to be pulled at a certain angle, but try to avoid rubbing the handwheel on the chain block’s body. The
clicking of the ratchet and pawls while raising the hook indicates normal operation.

Overload Protection Devices

The overload protection device is an option. Check your chain block’s nameplate to see if it has this option.
Overload protection devices have been adjusted in factory between 1.3 to 1.8 times the rated load. When lifting a
load which triggers the overload protection device, the handwheel will turn with a considerable force exerted on
the hand chain, but the hook will not move, and the ratchet and pawls won't click. The overload protection
device only works in the up direction.

NOTICE

A load could be over the rated capacity even if the overload protection device does not trigger.

Overload protection device adjustments must be made by a certified technician trained on Vulcan Max
products.

Inspection
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If a chain block fails any one of the following inspection items, do not use it and remove it from its
installation immediately. Do not reinstall it until every issue has been resolved.

Failure to inspect the chain block as instructed may result in damage, injury, or death.
Contact Vulcan Hoist for spare parts. Do not use non-OEM parts.

These instructions are based on ASME B30.16. Also observe any other regulation that may apply.

There are two types of inspection: frequent and periodic. A frequent inspection must be done by the chain
block’s operator, or a person qualified to do. A periodic inspection must be done by a qualified person. Both
inspections must be done at intervals determined by the chain block’s service severity.

Service Severity and Periodic Inspection Frequency
Frequent Inspection| Periodic Inspection
Frequency Frequency

Service Description

Randomly distributed loads within the rated load limit,
Normal |or uniform loads less than 65% of rated load for not monthly 1 year
more than 15% of the time

Heavy Within the rated load limit but exceeds normal service weekly to monthly 6 months

Normal or heavy service with abnormal operating
Severe |conditions (high humidity, extreme temperatures, salty daily to weekly 3 months
air, etc.




Frequent Inspection

Part

Iltems to Inspect

Tags, labels,
nameplate

9 Warning labels and tags must be present, securely fastened and legible
1 The nameplate and the chain hoist’s capacity tags must be present, securely fastened and
legible

Hook latches

9 Hook latches must be present on both hooks and close on their own

Load chain

1 The load chain must be lubricated. Apply oil if it appears dry

9 The free end of the chain must be attached to the chain block’s body

1 Especially for chain blocks with multiple chain falls (3t and more), make sure that the load

chain is not twisted. Make sure that it will enter the chain block straight in both directions

1 Eliminate kinks and twists. Do not use the chain block if they keep reoccurring

1 Look for excessive wear. Do not use the chain block even if a single chain link appears worn
Normal Twisted

handwheel
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