
VULCAN'S ELECTRIC HOIST:
TWO YEARS WARRANTY

Build to ASME B30.16

Certified to CSA C22.2 NO. 33

Conforms UL 1004-1 & UL 1340

Design factor 5:1

ELECTRIC
HOIST

Rugged Worm Gear Drive

Calibrated load chain

Safety brake

Electric motor

Limit switches

Hooks

Control

Other options

Worm gear drive: robust, reliable and the only one to
offer controlled lowering of the load

•

Speeds: 2ft/min to 52ft/min•
High quality ball bearing•
Industrial alloy gears running in oil bath•

High performance welded link chain: GR80, tempered
and case-hardened alloy steel

•

Black finish or zinc plated (optional)•

Electromechanical brake retains load even if power is
lost

•

Brake holds 200% of hoist working load limit•

Voltages: 115/230-1Ph-50/60Hz, 230/460/575-3Ph-
50/60Hz

•

Instantly reversible electronic starter (single phase
motors)

•

Insulation: Class B (standard motors), Class F (high
performance motors)

•

Options: 2 speeds 3Ph motor, thermal relay,
acidity/humidity treatment, TENV or TEFC

•

Adjustable upper/lower limit switches•
Chain guide with integrated limit switch (optional)•

Forged hooks with safety latches•
Bearing-mounted lower hooks•
Options: low headroom (lug), self-locking hook, zinc
plating/epoxy paint (lower hooks)

•

Standard voltage: 24VAC•
Options: 115VAC, NEMA 4 pendant, ergonomic pendant,
emergency stop, radio-control, simultaneous hoist
operation, Festoon power system

•

Hour/cycle counter•
Electromechanical overload protection•
Vinyl or metal chain container•
Raincoat cover•
Synthetic oil•
Inverted hoist (theater hoist)•
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ELECTRIC
HOIST

1 SPEED MODELS
Speeds

1 Phase 3 Phases

Capacity 115 V 230 V HP 230 V 460 V HP 575 V HP

1/4T
1 FALL

08 L05A08   3/4          

10   L05F10 3/4 L05H10 L05T10 1 L05V10 1

14 L05A14   3/4          

16   L05F16 3/4 L05H16 L05T16 1 L05V16 1

20 L05A20 L05F20 1 1/2 L05H20 L05T20 2 L05V20 2

26 L05A26 L05F26 1 1/2          

28       L05H28 L05T28 2 L05V28 2

33 L05A33 L05F33 1 1/2 L05H33 L05T33 2 L05V33 2

40 L05A40 L05F40 1 1/2 L05H40 L05T40 2 L05V40 2

52 L05A52 L05F52 1 1/2 L05H52 L05T52 2 L05V52 2

1/2T
1 FALL

08 L1A08   3/4          

10   L1F10 3/4 L1H10 L1T10 1 L1V10 1

14 L1A14   3/4 L1H13 L1T13 1 L1V13 1

16   L1F16 3/4 L1H16 L1T16 1 L1V16 1

20 L1A20 L1F20 1 1/2 L1H20 L1T20 2 L1V20 2

26 L1A26 L1F26 1 1/2          

28       L1H28 L1T28 2 L1V28 2

33 L1A33 L1F33 1 1/2 L1H33 L1T33 2 L1V33 2

40   L1F40 2 L1H40 L1T40 2 L1V40 2

52       L1H52 L1T52 2 L1V52 2

1T
1 FALL

07 L2A07 L2F07 3/4          

10       L2H10 L2T10 1 L2V10 1

14   L2F14 1 1/2 L2H14 L2T14 2 L2V14 2

20   L2F20 2 L2H20 L2T20 2 L2V20 2

27             L2V27 2

33       L2H33 L2T33 4 1/2 L2V33 3

40       L2H40 L2T40 4 1/2 L2V40 3

52       L2H52 L2T52 4 1/2 L2V52 3

1 1/2T
1  FALL

07   L3F07 1 1/2          

13   L3F13 2 L3H13 L3T13 2 L3V13 2

20       L3H20 L3T20 4 1/2 L3V20 3

26       L3H26 L3T26 4 1/2 L3V26 4 1/2

33       L3H33 L3T33 4 1/2 L3V33 4 1/2

2T
2  FALLS

04 L4A04 L4F04 3/4          

06       L4H06 L4T06 2 L4V06 2

10   L4F10 2 L4H10 L4T10 2 L4V10 2

13   L4F13 2          

15       L4H15 L4T15 2 L4V15 2

20       L4H20 L4T20 4 1/2 L4V20 3

26       L4H26 L4T26 4 1/2 L4V26 4 1/2
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ELECTRIC
HOIST

1 SPEED MODELS
Speeds

1 Phase 3 Phases

Capacity 115 V 230 V HP 230 V 460 V HP 575 V HP

3T
2  FALLS

04   L6F04 2          

05       L6H05 L6T05 2 L6V05 2

09       L6H09 L6T09 4 1/2 L6V09 4 1/2

15       L6H15 L6T15 4 1/2 L6V15 4 1/2

20       L6H20 L6T20 4 1/2 L6V20 4 1/2

3T
3  FALLS

07   L6F07 2          

5T
3 FALLS

02 L10A02 L10F02 1 1/2          

05   L10F04 2 L10H05 L10T05 4 1/2 L10V05 3

10       L10H10 L10T10 4 1/2 L10V10 4 1/2

13       L10H13 L10T13 4 1/2 L10V13 4 1/2

10T
6 FALLS

07       L20H07 L20T07 2x 4 1/2 L20V07 2x 4 1/2

15T
10 FALLS

04       L30H04 L30T04 2x 4 1/2 L30V04 2x 4 1/2

15TM (16,5T)
10 FALLS

        L33H04 L33T04 2x 4 1/2 L33V04 2x 4 1/2

2 SPEEDS MODELS Speeds 3 Phases

Capacity High Low 230 V 460 V 575 V HP

1/4T
1 FALL

13 4,3 L05H13X2 L05T13X2 L05V13X2 2

20 6,7 L05H20X2 L05T20X2 L05V20X2 2

26 8,7 L05H26X2 L05T26X2 L05V26X2 2

33 11,0 L05H33X2 L05T33X2 L05V33X2 2

40 13,3 L05H40X2 L05T40X2 L05V40X2 2

52 17,3 L05H52X2 L05T52X2 L05V52X2 2

1/2T
1 FALL

07 2,3 L1H07X2 L1T07X2 L1V07X2 2

13 4,3 L1H13X2 L1T13X2 L1V13X2 2

20 6,7 L1H20X2 L1T20X2 L1V20X2 2

26 8,7 L1H26X2 L1T26X2 L1V26X2 2

33 11,0 L1H33X2 L1T33X2 L1V33X2 2

40 13,3 L1H40X2 L1T40X2 L1V40X2 3

52 17,3 L1H52X2 L1T52X2 L1V52X2 3

1T
1 FALL

07 2,3 L2H07X2 L2T07X2 L2V07X2 2

13 4,3 L2H13X2 L2T13X2 L2V13X2 3

20 6,7 L2H20X2 L2T20X2 L2V20X2 3

26 8,7 L2H26X2 L2T26X2 L2V26X2 3

1 1/2T
1 FALL

13 4,3 L3H13X2 L3T13X2 L3V13X2 3

2T
2 FALLS

10 3,3 L4H10X2 L4T10X2 L4V10X2 3

13 4,3 L4H13X2 L4T13X2 L4V13X2 3

3T
2 FALLS

07 2,3 L6H07X2 L6T07X2 L6V07X2 3
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ELECTRIC
HOIST
Standard hoist dimensions

Capacity Model Falls Weight (lbs) A (in.) B (in.) C (in.)

1/4T L05 1 100 10 5/8 13 3/4 1

1/2T L1 1 100 10 5/8 13 3/4 1

1T L2 1 100 10 5/8 13 3/4 1

1 1/2T L3 1 105 10 5/8 13 3/4 1 1/8

2T L4 2 120 10 5/8 13 3/4 1 3/8

3T L6 2 130 10 5/8 13 3/4 1 3/8

5T L10 3 165 11 1/4 14 3/8 1 3/8

Headroom clearances

Capacity Model
Hook mount* Low headroom lug*

Hoist only
w/ Electric

Trolley
w/ Nova
Trolley

w/ Electric
Trolley

w/ Nova
Trolley

1/4T L05 18 7/8 23 1/8 23 3/8 20 1/8 19 5/8

1/2T L1 18 7/8 23 1/8 23 3/8 20 1/8 19 5/8

1T L2 18 7/8 23 1/8 24 20 1/8 20

1 1/2T L3 21 1/2 26 27 1/4 22 3/8 23 1/8

2T L4 25 1/4 29 3/4 31 1/4 25 3/8 26 1/8

3T L6 25 1/4 31 31 1/4 26 1/8 26 3/4

5T L10 30 1/2 36 3/4 39 1/8 31 3/4 33 1/4

* Excluding chain guide. Chain guide adds 5 inches to headroom and is installed by default on hoists with linear chain speed ≥ 33 fpm,
otherwise optional.

Motor options

Motor M (in.)**

3/4 HP , 1 phase 10 1/8

1 1/2 HP , 1 phase 11 1/8

2 HP , 1 phase 11 1/4

1 HP , 3 phases 9 1/2

2 HP , 3 phases 11

3 HP , 3 phases 11

4 1/2 HP , 3 phases 11 7/8

2 HP dual speed , 3 phases 11 7/8

3 HP dual speed , 3 phases 11 7/8

** Motors with a fan will be approximately 1 ¼ inch longer  
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