
1-5T	 2 bolts + suspension plate
10T	 3 bolts + suspension plate
20T	 4 bolts + suspension plate

THE VULCAN MANUAL 
TROLLEY : 
Two year warranty
Superior quality
Approved ASME B30.11
From 0.5T to 20T

Robust design
•	 Drop stops and bumpers
•	 Precision sealed ball bearing
•	 Universal wheels 0.5T - 5T (I & H)
•	 Best turning radius on the market

VULCAN 
TROLLEY HOIST - PALAN

PUSH

GEAR

I & S-Beam
TAPERED

H & W-Beam
FLAT
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VULCAN 
TROLLEY HOIST - PALAN

MODEL

Dimensions in Net weight

Cap.  
tons

Beam  
min. 

height** 

Width 
(flange)** Radius  

of curve**
G 

Headroom  

H 
Wheel 
diam. 

L  
Tread 
width

Push
Gear*

10' chain

PUSH GEAR* lb  Min.    Max. lb

VPT1/2T VGT1/2T 1100 3 2 1/2 6        32 3 5/7 2 1/4 1  1/16 16 25

VPT1T VGT1T 2200 4 3       5 1/2 40 3 4/5 2  1/2  7/8 23 34

VPT1.5T VGT1.5T 3300 4 3       5 1/2 44 4 1/5 2  3/4   7/8 29 40

VPT2T VGT2T 4400 5 3 3/8 6 1/2 48 5     3  1/4 1 45 58

VPT3T VGT3T 6600 5 4     6 1/2 60 5     4  1/4 1 3/8 64 78

VPT5T VGT5T 11000 6 4 1/2 7 1/4 60 6     4 3/8 1  1/2 111 124

VPT10T VGT10T 22 000 7 5        7       118 9     6 1  3/4 197 253

--- VGT15T 33 000 13 6 1/4  7 to 8 197 13     8  1/2 2  1/4 --- 717

--- VGT20T 44 000 15 7       71/2 à 8  197 16  1/2 10 1/2 2  1/2 --- 836

Specify beam height & width or height & lb per ft
*	 When used w/electric hoist, hand chain wheel extension required & hoist must be parallel to beam
**	 May vary depending on the size of the beam
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G

10’

H

L

3435, boul. Crémazie Est, Montréal  (Québec)  H1Z 2J2  /  Tel.: 514 728.4527  /  Fax: 514 374.4231  /  vulcanhoist.com  /  info@vulcanhoist.com


